US 20150003372A1

a9 United States

a2y Patent Application Publication (o) Pub. No.: US 2015/0003372 Al

Raaf et al.

43) Pub. Date: Jan. 1, 2015

(54)

(735)

(73)

@
(22)

(86)

CONTROLLING A TRANSMISSION OF
MESSAGES FOR A SIGNALLING
PROCEDURE BETWEEN A BASE STATION
AND A USER EQUIPMENT

Inventors: Bernhard Raaf, Neuried (DE); Esa
Tapani Tiirola, Kempele (FI); Simone
Redana, Munich (DE)

Assignee: NOKIA SOLUTIONS AND
NETWORKS OY, Espoo (FI)

Appl. No.:
PCT Filed:

PCT No.:
§ 371 (e)(1),

(2), (4) Date:

14/379,858
Feb. 28, 2012

PCT/EP2012/053330

Aug. 20, 2014

UE L—102

Datg —a

Publication Classification

(51) Int.CL
HO4W 72/04 (2006.01)
(52) US.CL
() SR HO4W 72/0406 (2013.01)
107 G 370/329
(57) ABSTRACT

It is described a method for controlling a transmission of
messages for a signalling procedure between a base station
and a user equipment via a radio transmission channel. The
method comprises generating at least one message for the
signalling procedure, wherein the at least one message com-
prises signalling procedure information and indicates control
information being indicative for the presence of at least one
subsequent message for the signalling procedure and/or for
resources of the radio transmission channel being allocated to
the at least one subsequent message, transmitting the at least
one message between the base station and the user equipment,
and controlling the transmission of the at least one subsequent
message between the base station and the user equipment
based on the control information.
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